IEinois Depariment Pagel of 1
@ of Transportation SOIL BORING LOG
Date 03/18/2010
ROUTE T.R.212 DESCRIPTION Hahn Road over Lost Creek LOGGED BY CK
SECTION 08-10117-00-BR LOCATION SEC.11 TWP. 2N RNG. 1W PM
COUNTY Clinton STRUCTURE NO. (Exist) (Prop.)
BORINGNO.B-1 _DRILLING METHODCFA HAMMER TYPE Automatic
Surface Water Elev.  ___(ft) U
Station 19+58 g Groundwater Elev. E 2 g ¢ g
Offset 2'Rt ' FirstEncounter 18 () | g | p | 7 [g |}
Ground Surface Elev. 474.85__(ft) s Upon Completion @ vl T s
T. After Hrs. ft. H N laul|T.
$OIL DESCRIPTION (%) SOIL DESCRIPTION (it | (1) iblows)| s |(%)
iChip & Oil 172 —d —
FILL - Crushed rock, cinders 2.5 1 ]
FiLL - Brown low plastic SILTY CLAY, 4 -4 7
trace sand ] 4 ji8{11 111 (1718
NEEE 11 {B
s e
1 8 |25|17 —1 19 |s8{18
5l 7 |P 25| 29 | B
FILL- Gray low plastic SILTY CLAY ,f’ 1 .
2 11
_1 3 |10]2s 1 2t |r8jn
4 8 |P 138 |B
Brown low plastic SILT .
13 119
_| 4 |2.0]21 [Brown SHALEY CLAY | 39 |78]16
-0l 5 | P -30] 5005 | B
Brown low plastic SILTY CLAY 1 Brown SHALE 1
y 12 i 504 45|15
-1 3 {1o]27
| 4P —
[Brown fine SAND, trace gravel __ ]
A2 1 s _ 505" |45 13
1 4 {10]18 1
! =5 6 |'P -85
1 — ]
1 4 | 503" |45(13
4 5 |--|18 [Boring terminated at 37.5 feet i
I ]
(Gray high plastic CLAY, trace gravel ] ]
AT ] 8 p—
| 8 |22]13 ]
200 10 |8 40
i The Unconfined Compressive Strength (UCS) Failure Mode is indicated by (B-Buige, S-Shear, P-Penetrometer).
The Standard Penetration Test (SPT) N Value is per (AASHTO T206) s
. BBS 137 (8/05)

'
i
Binois Department Page 1 of 1 !
@ of Transportation SOIL BORING LOG !
Date 03/26/2010 |
ROUTE T.R.212  DESCRIPTION Hahn Road over Lost Creek LOGGED BYCK
SECTION 08-10117-00-BR LOCATION SEC.11 TWP. 2N RNG. 1W_PMW
COUNTY Clinton STRUCTURE NO. Exist.) (Prop)
BORING NO.B-2 DRILLING METHODCFA HAMMER TYPE Automatic
E Surface Watsr Elev. ") | g
Station 20456 L Groundwater Elev. L
Offset 2'Rt E First Encounter 16,5 () | g
Ground Surface Elev. 474.86 _(ft)| y Upon Compietion ___(ft) | y
: 3 After Hrs, ) :
S$OIL DESCRIPTION (i) SOIL DESCRIPTION (1)
[Chip & Oit 3/4" ] ]
FILL - Cinders, slag, crushed rock o Cray high plastic CLAY, trace gravel
FiLL - Gray low plastic SILTY CLAY 1 5 AT — 4
—1 6 j25|20 | 10 |15]12
- 4 |P 11 |pP
] ] 18
4 9 |30]16 ] 23 [40]15
5] 3 |P 25] 40 [P
Brown low plastic SILT 7 -
A4 11 1 10
1 2 |20f17 31 |40]17
12 |P 14 |P
12 Brown SHALEY CLAY 1 13 |
1 2 |25]12 1 14 140]14 1
-0 2 |P 30 50/4" | P H
] Brown SHALE “ ]
[Dark brown low plastic SILTY CLAY. —
COAS R 504" |45 |14
1 2 |15]|34 P
13 |p ]
Brown and gray low plastic SILTY CLAY | ]
AS T2 sofa |-~ [13| |
1 3 jos|2t ]
=8 4 |P 35
1 2 50/2° | -- |11
Brawn fine SAND ——] 2 [1.0]17 [Boring terminated at 37.5 feet —
A2 T4 |P ]
Gray high plastic CLAY ] -
AT 12
] 3 josl1e _
200 7 1P

The Unconfined Compressive Strength (UCS) Failure Mode is indicated by {B-Bulge, S-Shear, P-Penetrometer).
The Standard Penetration Test (SPT) N Value is per (AASHTO T206)

BBS 137 (9/05)

FILE NAME =

hi\B466\D144857-10~bor g.dgn

USER NAME = _USERDESCR. DESIGNED -  K.MM. REVISED - -

CHECKED - L.D.G. REVISED -
PLOT SCALE =  1:2.0006 ' / IN. DRAWN - KHL. REVISED -
PLOT DATE = 3/29/20U CHECKED - B.G.H. REVISED -

STATE OF ILLINOIS
DEPARTMENT OF TRANSPORTATION

SOIL BORING LOGS

SHEET NO. 10 OF 10 SHEETS

T.R. SECTION CoUNTY | JOTAL | SHEET
212 10-10117-00-BR CLINTON | 16 | 13
S.N, 014-4057 CONTRACT NO.

[1LLINOIS] FED, AID PROJECT

HENRY, MEISENHEIMER & GENDE, INC.

LAKE ROAD, P.O. BOX 70 CARLYLE, ILL. 62231

(618) 594-3711 WWW.HMGENGINEERS.COM

6466

H.M.G. NO.




